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Reg. Pile  IT12110P00002965 - Capitale Sociale € 100.000,00 I.V. 
Reg. Impr. AR n.03225010481 - REA AR - 94189 
Azienda Certificata   
ISO 9001 - Certificato  n. 9151 - CNS0 - IT-17778  
ISO14001 - Certificato  n.1425 - CNSQ - IT-134812 
 

  

Zucchetti Centro Sistemi S.p.A. - Green Innovation Division 
Palazzo dell’Innovazione - Via Lungarno, 167 
52028 Terranuova Bracciolini - Arezzo, Italy  
tel. +39 055 91971 - fax. +39 055 9197515 
innovation@zcscompany.com - zcs@pec.it - zcsazzurro.com 

CERTIFICAT DE CONFORMITE 
 

Certificat No. : 2088AP0320N031016 

Produit Onduleur hybride 

Marque: 

 
  

Références de modèles/types : AZZURRO 3PH HYD5000 ZSS, AZZURRO 3PH HYD6000 ZSS,  
AZZURRO 3PH HYD8000 ZSS, AZZURRO 3PH HYD10000 ZSS,  
AZZURRO 3PH HYD15000 ZSS, AZZURRO 3PH HYD20000 ZSS 

Demandeur : Zucchetti Centro Sistemi SpA 
Via Lungarno 305/A 52028 Terranuova Bracciolini (AR) Italy 

Report No. : PVTR200320N031-5 

Utilisation conforme à la réglementation : 
 
Dispositif de déconnexion automatique avec surveillance du réseau triphasé conformément à 
EN 50549-1:2019 pour les systèmes photovoltaïques avec couplage parallèle triphasé via un onduleur dans le 
alimentation par le réseau public. Le dispositif de déconnexion automatique fait partie intégrante de ces onduleus. 
 
Règles et normes appliquées 
EN 50549-1:2019 
Exigences pour les installations de production devant être connectées en parallèle aux réseaux de distribution - Partie 
1-1 : Raccordement à un réseau de distribution BT - Centrales de production jusqu'au type B inclus 
 
DIN V VDE V 0126-1-1:2006-02 (Functional safety) 
Dispositif de déconnexion automatique entre un générateur et le réseau public basse tension 
 
Au moment de la délivrance de ce certificat, le concept de sécurité d'un produit représentatif susmentionné 
correspond aux spécifications de sécurité en vigueur pour l'utilisation spécifiée conformément à la réglementation. 
 
Nom : James Huang (Technical Manager/ New Energy Team) 
Date : 25 Decembre 2020 
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Certificate of Conformity 
Certificate No.: 2088AP0320N031016�

Product: Hybrid inverter 

Brand Name:  

Test Model No.: AZZURRO 3PH HYD5000 ZSS, AZZURRO 3PH HYD6000 ZSS, 

AZZURRO 3PH HYD8000 ZSS,AZZURRO 3PH HYD10000 ZSS, 

AZZURRO 3PH HYD15000 ZSS, AZZURRO 3PH HYD20000 ZSS 

Applicant: Zucchetti Centro Sistemi SpA 

Via Lungarno 305/A 52028 Terranuova Bracciolini (AR) Italy 

Report No.: PVTR200320N031-5 

�

Use in accordance with regulations: 

Automatic disconnection device with three-phase mains surveillance in accordance with 

EN 50549-1:2019 for photovoltaic systems with a three-phase parallel coupling via an inverter in the 

public mains supply. The automatic disconnection device is an integral part of the aforementioned 

inverter. 

 

Applied rules and standards 

EN 50549-1:2019 

Requirements for generating plants to be connected in parallel with distribution networks - Part 1-1: 

Connection to a LV distribution network - Generating plants up to and including Type B 

DIN V VDE V 0126-1-1:2006-02 (Functional safety) 

Automatic disconnection device between a generator and the public low-voltage grid 

 

At the time of issue of this certificate the safety concept of an aforementioned representative product 

corresponds to the valid safety specifications for the specified use in accordance with regulations. 
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�

                                                    Name: James Huang 

     Technical Manager/ New Energy Team 

                                                   Date: 2020-12-25 

�

This document shall not be reproduced, except in full, without the written approval of  

Bureau Veritas Shenzhen Co., Ltd. Dongguan Branch.  

Information given in this document is related to the tested specimen of the described electrical sample.�


